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BOTANICAL NAMEKEY

WF

Westringia fruticosa

SHRUB TYPE

CV

Canna cvs

Agave attenuata
AA

LL

Lomandra longifolia

COMMON NAME QTY POT SIZE MATURITY(HxW)

Coast Rosemary

2.0m x 4.0m200mm

LOCATION

18
Backyard

Canna Lily

1.5m x 1.0m140 mm18

Swan neck Agave 140mm 1.0m x 1.0m17

Spiny headed

Mat Rush

18
Frontyard

0.5m x 0.75m140 mm

Frontyard

DENSITY(C/C)

Backyard

0.6m

1.0m

0.75m

0.75m

PLANTING SCHEDULE

PLANTING SCHEDULE

LT

KEYTREE TYPE

BM

Lagerstroemia

‘Tuscarora’

Crepe Myrtle 8-18m x 4-8m

02 400mm

Frontyard

BOTANICAL NAME COMMON NAME QTY POT SIZE MATURITY(HXW)LOCATION

Banksia marginata Silver Banksia 5m X 4m

02 400mm

Backyard

CD

PB

T

Concrete driveway

Turf / Lawn

Mulch / Pebbles Type 1

DESCRIPTIONS. NO. SYMBOL

MATERIAL LEGEND

PB
Toppings/ Pebbles Type 2
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LANDSCAPE PLAN

DRAWING NO:

TP 05

EXISTING VEGETATION

Existing trees and shrubs indicated for retention are to be protected in accordance with  australian standards.

Refer to arborists reports and/or council permit conditions for tree protection and management. Trees should be protected with physical barriers to

prevent access within nominated tree protection zones which are to be mulched and irrigated during construction. No trees to be removed without

clarification from owner or local council. All tree protection to be in accordance with relevant Australian Standards.

GARDEN BEDS

Cultivate existing soil to 200mm. Reuse site topsoil if suitable or imported garden mix topsoil to provide minimum 100mm of topsoil to garden beds.

Spread 75mm layer of 10mm pine bark mulch.

IRRIGATION

Rainwater collection tanks should be installed and used for irrigation where possible. All plants have been selected for drought tolerance but do require

watering during dry weather conditions while establishing on trees and shrubs. Programmable timer located as directed by owner.

Irrigation must be in accordance to current water restrictions.

FENCE

Refer to Architectural plans.

DRAINAGE

Refer to architectural or engineering plans for stormwater and drainage pit locations. All paved areas in rear gardens are to have a grade of 25%

minimum, away from buildings. All grades, levels and drainage to comply with relevent building codes and council planning requirements.

SERVICES

Contractors are to determine the location of all underground and overhead services prior to construction.

Any services, pits etc illustrated on this plan are indicative only and are to be checked with architectural and Engineering plans.

BUILDING STRUCTURES

The use of this plan and planting of trees, shrubs, etc are specified may require the provision of root control barriers or specifically engineered

foundations or similar method of controlling root growth to avoid intrusion to adjecent areas or building foundations.

NOTES

SITE PREPARATION AND MAINTENANCE NOTES - 24 MONTHS MINIMUM

- All weeds to be removed from site by physical removal or spraying with glyphosate based herbicide

- Existing soil should be improved by the addition of organic matter and light cultivation only to break up any compaction. no

cultivsation within driplines of existing retained trees on site or adjacent areas. areas of possible contamination with paint, oil

or any other material used on site are to be removed and replaced with topsoil from suitable source and approved for use on

site, areas requiring topsoil to ensure levels or for plant growth are to be spread with approved soil previously stockpiled on

site from quality controlled and sustainable source

- Irrigation is to be in accordance with current water restrictions and weather conditions generally 10 minutes every second day

during establishment period (6 months) and during dry summer periods, if required, programmable irrigation system are to by

low water drippers and sprays as appropriate and designed by irrigation supplier or consultant.

- Weeding and trimming every 14-21days. plant replacement as required during establishment period of 6 months or longer as

required by permit conditions. All plants to be pruned/shaped to appropriate size on ongoing basis. Much levels to be

maintained at 75mm.

- Maintenance and site preparation guidelines to be followed in conjunction to KNOX Landscape plan guidelines

75 MM MULCH CLEAR OFF

TRUNK

BERM SHAPE SOIL TO FORM

WATERING BASIN

BACKFILL USE SITE TOPSOIL FIRMLY PRESSED

AND FINIS FLUSH WITH TOP OF ROOT BALL

STAKES

FOR ADVANCED TREES ONLY USE

MINIMUM 2 STRONG STAKES

FLEXIBLE TIES.

PLANTING HOLE

2-3 TIMES THE WIDTH OF THE POT/ROOT BALL NO

DEEPER THAN ROOT BALL.

TREE PLANTING DIAGRAM
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